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SECTION SF 30 BLOCK 14 CONTINUATION PAGE  
 
 
The following items are applicable to this modification:    
        SF 30 CONT'D 
 
A.  This modification:   
 
      (1)  Incorporates CCPs AIN008 (Revision 4), AIN009, AIN010, and AIN011.  Changes from incorporation of 
the CCPs are shown in red font and/or strikeout where applicable   
 
      (2)  Administratively incorporates PM J-AIT contract change APM001   
 
      (3) Administratively restores descriptions for SLINs x001EA and x001FA that were changed by modification 
P00008 but were not conformed in modification P00009.  The restored portions of the descriptions are as follows 
and included with changes related to CCP AIN008:    
 
 FROM: Intermec 714-626-001 CK3 Operational and Spare Stylus   
 
 TO:  Intermec 714-685-001 CK3Operational and Spare Stylus   

 
      (4)  Administratively conforms descriptions for SLINs 0001EC and 0001FC that were changed by modification 
P00008 but were not carried into modification P00009’s conformed document.  The descriptions are conformed:    
 
 FROM:   
 HHT-E Detachable Handle and Trigger (if available and not inherent to the HHT)  
 Intermec 203-879-001   
 CK3 series Pistol Grip   
 
 TO:   
 HHT-E Detachable Handle and Trigger (if available and not inherent to the HHT)  
 Intermec 203-879-101   
 CK3 series Pistol Grip   
 
      (5)  Administratively changes descriptions for SLINs 1001EC and 1001FC to conform to changes to 
corresponding Base Period SLINs (0001EC and 0001FC) descriptions made by modification P00008, yet were 
inadvertently omitted from that modification.  This modification changes SLINs 1001EC and 1001FC’s description 
as follows:   
 
 FROM:   
 
 HHT-E Detachable Handle and Trigger (if available and not inherent to the HHT)   
 Intermec 203-879-001    
 CK3 series Pistol Grip    
 
 TO:   
 
 HHT-E Detachable Handle and Trigger (if available and not inherent to the HHT)   
 Intermec 203-879-101   
 CK3 series Pistol Grip   
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B.  As a result of incorporation of CCP AIN008 (Revision 4), SLIN descriptions are changed as shown the following 
table:   
 
SLIN Description – FROM Description – TO 
0001AA 
1001AA 

Hand Held Barcode Terminal (HHT-A) with 
Abbreviated  Keypad and Wireless (802.11g/i)  
Communications   
 
Intermec CN3G: CN3BRH80000Z4G8   
Num,Aimg/SH,804,NoGPS,WM6 WWE   
 
Intermec 871-025-002 CN3 Charger / 
Communications Dock   
Intermec 851-082-103 or 851-082-203  Universal 
Power Supply   
Intermec 318-016-102 CN3 Operational and Spare 
Battery   
Intermec 714-626-001 CN3 Operational and Spare 
Stylus   
Intermec 856-063-005 Mini-SD Card, 2GB (installed 
in HHT)   
Intermec 321-576-004 USB Interface Cable   
 
CAC Reader - Apriva BT200-T Bluetooth   
CAC Reader with CAC enablement software   
 
Intermec 946-002-xxx CD Documentation AIT IV   
Country Specified Power Cord - variable P/N  
 
Note: Intermec 850-818-001 CN3 CAC Reader (USB 
Snap-on) is available upon customer request at no 
additional cost, in lieu of the Apriva BT200-T CAC 
Reader 

Hand Held Barcode Terminal (HHT-A) with 
Abbreviated  Keypad and Wireless (802.11g/i)  
Communications   
 
Intermec CN3G: CN3BRH80000Z4G8 (BT enabled) 
or CN3BRH80000Z4G6 (BT disabled)   
Num,Aimg/SH,804,NoGPS,WM6 WWE   
 
Intermec 871-025-002 CN3 Charger / 
Communications Dock   
Intermec 851-082-103 or 851-082-203  Universal 
Power Supply   
Intermec 318-016-102 CN3 Operational and Spare 
Battery   
Intermec 714-626-001 CN3 Operational and Spare 
Stylus   
Intermec 856-063-005 Mini-SD Card, 2GB (installed 
in HHT)   
Intermec 321-576-004 USB Interface Cable   
 
CAC Reader - Apriva BT200-T Bluetooth   
CAC Reader with CAC enablement software   
 
Intermec 946-002-xxx CD Documentation AIT IV   
Country Specified Power Cord - variable P/N  
 
Note: Intermec 850-818-001 CN3 CAC Reader (USB 
Snap-on) is available upon customer request at no 
additional cost, in lieu of the Apriva BT200-T CAC 
Reader   
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SLIN Description – FROM Description – TO 
0001CA 
1001CA 

Hand Held Barcode Terminal (HHT-C) with Full 
Alpha-numeric Keypad and Wireless (802.11g/i) 
Communications, and Win Mobile 6.x Installed   
 
Intermec CN3eG: CN3FWH80000Z4G8   
Alpha,Aimg/SH,804,NoGPS,WM6 WWE   
 
Intermec 871-025-002 CN3 Charger / 
Communications Dock   
Intermec 851-082-103 or 851-082-203  Universal 
Power Supply   
Intermec 318-016-102 CN3 Operational and Spare 
Battery   
Intermec 714-626-001 CN3 Operational and Spare 
Stylus   
Intermec 856-063-005 Mini-SD Card, 2GB (installed 
in HHT)   
Intermec 321-576-004 USB Interface Cable   
 
CAC Reader - Apriva BT200-T Bluetooth   
CAC Reader with CAC enablement software   
 
Intermec 946-002-xxx CD Documentation AIT IV   
Country Specified Power Cord - variable P/N   
 
Note: Intermec 850-818-001 CN3 CAC Reader (USB 
Snap-on) is available upon customer request at no 
additional cost, in lieu of the Apriva BT200-T CAC 
Reader   

Hand Held Barcode Terminal (HHT-C) with Full 
Alpha-numeric Keypad and Wireless (802.11g/i) 
Communications, and Win Mobile 6.x Installed   
 
Intermec CN3eG: CN3FWH80000Z4G8  (BT 
enabled) or CN3FWH80000Z4G6 (BT disabled)   
 
Alpha,Aimg/SH,804,NoGPS,WM6 WWE   
 
Intermec 871-025-002 CN3 Charger / 
Communications Dock   
Intermec 851-082-103 or 851-082-203  Universal 
Power Supply   
Intermec 318-016-102 CN3 Operational and Spare 
Battery   
Intermec 714-626-001 CN3 Operational and Spare 
Stylus   
Intermec 856-063-005 Mini-SD Card, 2GB (installed 
in HHT)   
Intermec 321-576-004 USB Interface Cable   
 
CAC Reader - Apriva BT200-T Bluetooth   
CAC Reader with CAC enablement software   
 
Intermec 946-002-xxx CD Documentation AIT IV   
Country Specified Power Cord - variable P/N   
 
Note: Intermec 850-818-001 CN3 CAC Reader (USB 
Snap-on) is available upon customer request at no 
additional cost, in lieu of the Apriva BT200-T CAC 
Reader   
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SLIN Description – FROM Description – TO 
0001EA 
1001EA 

Hand Held Barcode Terminal (HHT-E) with 
Extended Reading Range, Full Alpha-numeric 
Keypad, and Wireless (802.11g/i)  Communications 
(Desired - Reference Part D, paragraph 4.1.6)   
 
Intermec CK3Gex: CK3G20M00E100   
CK3B, Alpha-Numeric, EX25, WM6 WWE   
 
Intermec 871-228-101 CK3 Charger / 
Communications Dock   
 
Intermec 851-061-208 Power Supply Univ Adapter   
 
Intermec 236-209-001 Cable Assy, USB-A to USB-
microB   
Intermec 318-034-101 CK3 Operational and Spare 
Battery   
Intermec 714-685-001 CK3 Operational and Spare 
Stylus   
Intermec 856-065-005 MICRO-SD CARD, 2GB   
 
CAC Reader - Apriva BT200-T Bluetooth   
CAC  Reader with CAC enablement software   
 
Intermec 946-002-xxx CD Documentation AIT IV   
Country Specified Power Cord - variable P/N   
 
Note: Intermec 850-820-001 CK3 CAC Reader (USB 
Snap-on) is available upon customer request at no 
additional cost, in lieu of the Apriva BT200-T CAC 
Reader   

Hand Held Barcode Terminal (HHT-E) with 
Extended Reading Range, Full Alpha-numeric 
Keypad, and Wireless (802.11g/i)  Communications 
(Desired - Reference Part D, paragraph 4.1.6)   
 
Intermec CK3Gex: CK3G20M00E100 (BT enabled) 
or CK3G20M01E100 (BT disabled)   
 
CK3B, Alpha-Numeric, EX25, WM6 WWE   
 
Intermec 871-228-101 CK3 Charger / 
Communications Dock   
 
Intermec 851-061-208 Power Supply Univ Adapter   
 
Intermec 236-209-001 Cable Assy, USB-A to USB-
microB   
Intermec 318-034-101 CK3 Operational and Spare 
Battery   
Intermec 714-685-001 CK3 Operational and Spare 
Stylus   
Intermec 856-065-005 MICRO-SD CARD, 2GB   
 
CAC Reader - Apriva BT200-T Bluetooth   
CAC  Reader with CAC enablement software   
 
Intermec 946-002-xxx CD Documentation AIT IV   
Country Specified Power Cord - variable P/N   
 
Note: Intermec 850-820-001 CK3 CAC Reader (USB 
Snap-on) is available upon customer request at no 
additional cost, in lieu of the Apriva BT200-T CAC 
Reader   
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SLIN Description – FROM Description – TO 
0001FA 
1001FA 

Hand Held Barcode Terminal (HHT-F) with Direct 
Part Mark Reading Capability, Full Alpha-numeric 
Keypad, and Wireless (802.11g/i)  Communications   
 
Intermec CK3G: CK3G20B00E100   
CK3B, Alpha-Numeric, EA11HD, WM6 WWE,   
 
Intermec 871-228-101 CK3 Charger / 
Communications Dock   
 
Intermec 851-061-208 Power Supply Univ Adapter   
 
Intermec 236-209-001 Cable Assy, USB-A to USB-
microB   
Intermec 318-034-101 CK3 Operational and Spare 
Battery   
Intermec 714-685-001 CK3 Operational and Spare 
Stylus   
Intermec 856-065-005 MICRO-SD CARD, 2GB   
 
CAC Reader - Apriva BT200-T Bluetooth   
CAC Reader with CAC enablement software   
 
Intermec 946-002-xxx CD Documentation AIT   
Country Specified Power Cord - variable P/N   
 
Note: Intermec 850-820-001 CK3 CAC Reader (USB 
Snap-on) is available upon customer request at no 
additional cost, in lieu of the Apriva BT200-T CAC 
Reader   

Hand Held Barcode Terminal (HHT-F) with Direct 
Part Mark Reading Capability, Full Alpha-numeric 
Keypad, and Wireless (802.11g/i)  Communications   
 
Intermec CK3G: CK3G20B00E100  (BT enabled) or 
CK3G20B01E100 (BT disabled)   
 
CK3B, Alpha-Numeric, EA11HD, WM6 WWE,   
 
Intermec 871-228-101 CK3 Charger / 
Communications Dock   
 
Intermec 851-061-208 Power Supply Univ Adapter   
 
Intermec 236-209-001 Cable Assy, USB-A to USB-
microB   
Intermec 318-034-101 CK3 Operational and Spare 
Battery   
Intermec 714-685-001 CK3 Operational and Spare 
Stylus   
Intermec 856-065-005 MICRO-SD CARD, 2GB   
 
CAC Reader - Apriva BT200-T Bluetooth   
CAC Reader with CAC enablement software   
 
Intermec 946-002-xxx CD Documentation AIT   
Country Specified Power Cord - variable P/N   
 
Note: Intermec 850-820-001 CK3 CAC Reader (USB 
Snap-on) is available upon customer request at no 
additional cost, in lieu of the Apriva BT200-T CAC 
Reader   

 
C.  As a result of incorporation of CCP AIN009, SLIN descriptions are changed as shown in the following table. 
 
SLIN Description – FROM Description – TO 
0005AA 
1005AA 

Imager for PC Input - General Bar Code (w/Data 
Conversion)   
 
Intermec SR61G: SR61TG0000   
SR61T Area Imager (EA11), World   
 
Intermec 236-219-001  
CBL, USB, PWD, Coiled 3ft to 8ft   
 
Intermec 851-089-104 or 851-089-105   
Univ Supply, 5V FWC1805 5.5x2.1 CEC   
 
Intermec 203-878-001   
Desktop Stand SR61T   

Imager for PC Input - General Bar Code (w/Data 
Conversion)   
 
Intermec SR61G: SR61TG0000   
SR61T Area Imager (EA11), World   
 
Intermec 236-219-001   
CBL, USB, PWD Coiled 3ft to 8ft   
 
Intermec 851-089-104 or 851-089-105   
Univ Supply, 5V FWC1805 5.5x2.1 CEC   
 
Intermec 203-878-001   
Desktop Stand SR61T   
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D.  As a result of incorporation of CCP AIN010, SLIN descriptions are changed as shown in the following table. 
 
SLIN Description – FROM Description – TO 
0031DA 
1031DA 

Bar Code Label Design and Printing Software   
 
Segull Scientific BarTender: BT-E3   
Label Design and Printing Software  

Bar Code Label Design and Printing Software   
 
Segull Scientific BarTender: BT-A3   
Label Design and Printing Software  

 
E.  As a result of incorporation of CCP AIN011, SLIN descriptions are changed as shown in the following table. 
 
SLIN Description – FROM Description – TO 
0005BA 
1005BA 

Imager for PC Input - Reads IUID Direct Part 
Markings (w/Conversion)   
 
Cognex Dataman 7500: DMR-7500-00   
 
USB2 connection 

Imager for PC Input - Reads IUID Direct Part 
Markings (w/Conversion)   
 
Cognex Dataman 7500: DMR-7500-06 w/ stand, 
DM-STAND-00 and DMA-WALL-7500-00   
 
USB2 connection 

 
F.  As a result of incorporation of contract change APM001, informational notes are administratively added to 
descriptions for SLINs as shown in the following table:  
 

SLIN Informational Note – Added  
0001AA 
1001AA 

NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to 
Ordnance (HERO) and the recommended safe distance separation is 4 inches   

0001CA 
1001CA 

NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to 
Ordnance (HERO) and the recommended safe distance separation is 4 inches   

0001EA 
1001EA 

NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to 
Ordnance (HERO) and the recommended safe distance separation is 6 inches   

0001FA 
1001FA 

NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to 
Ordnance (HERO) and the recommended safe distance separation is 6 inches   

0009EA 
1009EA 

NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to 
Ordnance (HERO) and the recommended safe distance separation is 0 inches   

0009FA 
1009FA 

NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to 
Ordnance (HERO) and the recommended safe distance separation is 0 inches   

0015AA 
1015AA 

NOTE: Naval Surface Warfare Center, Dahlgren tested  for Hazards of Electromagnetic Radiation to 
Ordnance (HERO) and the recommended safe distance separation is 0 inches   

0015BA 
1015BA 

NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to 
Ordnance (HERO) and the recommended safe distance separation is 0 inches   

0015CA 
1015CA 

NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to 
Ordnance (HERO) and the recommended safe distance separation is 0 inches   

 
G.  As a result of this modification, there is no change in the total amount obligated under the contract.   
 
H.  All other terms and conditions are unchanged.   
  
 
 
  
         
SUMMARY OF CHANGES   
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SECTION SF 1449 - CONTINUATION SHEET  
 
SUPPLIES OR SERVICES AND PRICES  
 
 
 
        SUBCLIN 0001AA  
                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-A) with 
Abbreviated  Keypad and Wireless (802.11g/i)  Communications  Intermec CN3G: CN3BRH80000Z4G8 
Num,Aimg/SH,804,NoGPS,WM6 WWE Intermec 871-025-002 CN3 Charger / Communications Dock Intermec 
851-082-103 or 851-082-203  Universal Power Supply Intermec 318-016-102 CN3 Operational and Spare Battery 
Intermec 714-626-001 CN3 Operational and Spare Stylus Intermec 856-063-005 Mini-SD Card, 2GB (installed in 
HHT)  Intermec 321-576-004 USB Interface Cable CAC Reader - Apriva BT200-T Bluetooth CAC Reader with 
CAC enablement software   Intermec 946-002-xxx CD Documentation AIT IV Country Specified Power Cord - 
variable P/NNote: Intermec 850-818-001 CN3 CAC Reader (USB Snap-on) is available upon customer request at no 
additional cost, in lieu of the Apriva BT200-T CAC Reader to Hand Held Barcode Terminal (HHT-A) with 
Abbreviated  Keypad and Wireless (802.11g/i)  Communications  Intermec CN3G: CN3BRH80000Z4G8 (BT 
enabled) or CN3BRH80000Z4G6 (BT disabled)  Num,Aimg/SH,804,NoGPS,WM6 WWE  Intermec 871-025-002 
CN3 Charger / Communications Dock  Intermec 851-082-103 or 851-082-203  Universal Power Supply  Intermec 
318-016-102 CN3 Operational and Spare Battery  Intermec 714-626-001 CN3 Operational and Spare Stylus  
Intermec 856-063-005 Mini-SD Card, 2GB (installed in HHT)  Intermec 321-576-004 USB Interface Cable  CAC 
Reader - Apriva BT200-T Bluetooth  CAC Reader with CAC enablement software  Intermec 946-002-xxx CD 
Documentation AIT IV  Country Specified Power Cord - variable P/N Note: Intermec 850-818-001 CN3 CAC 
Reader (USB Snap-on) is available upon customer request at no additional cost, in lieu of the Apriva BT200-T CAC 
Reader  NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to 
Ordnance (HERO) and the recommended safe distance separation is 4 inches.  
 
 
 
        SUBCLIN 0001CA  
                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-C) with Full 
Alpha-numeric Keypad and Wireless (802.11g/i) Communications, and Win Mobile 6.x Installed Intermec CN3eG: 
CN3FWH80000Z4G8 Alpha,Aimg/SH,804,NoGPS,WM6 WWE Intermec 871-025-002 CN3 Charger / 
Communications Dock Intermec 851-082-103 or 851-082-203  Universal Power Supply Intermec 318-016-102 CN3 
Operational and Spare Battery Intermec 714-626-001 CN3 Operational and Spare Stylus Intermec 856-063-005 
Mini-SD Card, 2GB (installed in HHT)  Intermec 321-576-004 USB Interface Cable CAC Reader - Apriva BT200-T 
Bluetooth CAC Reader with CAC enablement software Intermec 946-002-xxx CD Documentation AIT IVCountry 
Specified Power Cord - variable P/NNote: Intermec 850-818-001 CN3 CAC Reader (USB Snap-on) is available 
upon customer request at no additional cost, in lieu of the Apriva BT200-T CAC Reader to Hand Held Barcode 
Terminal (HHT-C) with Full Alpha-numeric Keypad and Wireless (802.11g/i) Communications, and Win Mobile 
6.x Installed  Intermec CN3eG: CN3FWH80000Z4G8  (BT enabled) or CN3FWH80000Z4G6 (BT disabled)  
Alpha,Aimg/SH,804,NoGPS,WM6 WWE  Intermec 871-025-002 CN3 Charger / Communications Dock  Intermec 
851-082-103 or 851-082-203  Universal Power Supply  Intermec 318-016-102 CN3 Operational and Spare Battery  
Intermec 714-626-001 CN3 Operational and Spare Stylus  Intermec 856-063-005 Mini-SD Card, 2GB (installed in 
HHT)  Intermec 321-576-004 USB Interface Cable  CAC Reader - Apriva BT200-T Bluetooth  CAC Reader with 
CAC enablement software  Intermec 946-002-xxx CD Documentation AIT IV  Country Specified Power Cord - 
variable P/N  Note: Intermec 850-818-001 CN3 CAC Reader (USB Snap-on) is available upon customer request at 
no additional cost, in lieu of the Apriva BT200-T CAC Reader  NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance 
separation is 4 inches.  
 
 
 
        SUBCLIN 0001EA  
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                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-E) with Extended 
Reading Range, Full Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications (Desired - Reference Part 
D, paragraph 4.1.6) Intermec CK3Gex: CK3G20M01E100 CK3B, Alpha-Numeric, EX25, WM6 WWE Intermec 
871-228-101 CK3 Charger / Communications Dock Intermec 851-061-208 Power Supply Univ Adapter Intermec 
236-209-001 Cable Assy, USB-A to USB-microB Intermec 318-034-101 CK3 Operational and Spare Battery 
Intermec 714-685-001 CK3 Operational and Spare Stylus Intermec 856-065-005 MICRO-SD CARD, 2GB Intermec 
850-820-001 CK3 CAC reader Intermec 946-002-xxx CD Documentation AIT IV Country Specified Power Cord - 
variable P/N to Hand Held Barcode Terminal (HHT-E) with Extended Reading Range, Full Alpha-numeric Keypad, 
and Wireless (802.11g/i)  Communications (Desired - Reference Part D, paragraph 4.1.6)  Intermec CK3Gex: 
CK3G20M00E100 (BT enabled) or CK3G20M01E100 (BT disabled)  CK3B, Alpha-Numeric, EX25, WM6 WWE  
Intermec 871-228-101 CK3 Charger / Communications Dock  Intermec 851-061-208 Power Supply Univ Adapter  
Intermec 236-209-001 Cable Assy, USB-A to USB-microB  Intermec 318-034-101 CK3 Operational and Spare 
Battery  Intermec 714-685-001 CK3 Operational and Spare Stylus  Intermec 856-065-005 MICRO-SD CARD, 2GB  
CAC Reader - Apriva BT200-T Bluetooth  CAC  Reader with CAC enablement software  Intermec 946-002-xxx CD 
Documentation AIT IV  Country Specified Power Cord - variable P/N  Note: Intermec 850-820-001 CK3 CAC 
Reader (USB Snap-on) is available upon customer request at no additional cost, in lieu of the Apriva BT200-T CAC 
Reader  NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to 
Ordnance (HERO) and the recommended safe distance separation is 6 inches.  
 
 
 
        SUBCLIN 0001FA  
                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-F) with Direct Part 
Mark Reading Capability, Full Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications Intermec CK3G: 
CK3G20B01E100 CK3B, Alpha-Numeric, EA11HD, WM6 WWE, Intermec 871-228-101 CK3 Charger / 
Communications Dock Intermec 851-061-208 Power Supply Univ Adapter Intermec 236-209-001 Cable Assy, 
USB-A to USB-microB Intermec 318-034-101 CK3 Operational and Spare Battery Intermec 714-685-001 CK3 
Operational and Spare Stylus Intermec 856-065-005 MICRO-SD CARD, 2GB Intermec 850-820-001 CK3 CAC 
reader Intermec 946-002-xxx CD Documentation AIT IV Country Specified Power Cord - variable P/N to Hand 
Held Barcode Terminal (HHT-F) with Direct Part Mark Reading Capability, Full Alpha-numeric Keypad, and 
Wireless (802.11g/i)  Communications  Intermec CK3G: CK3G20B00E100  (BT enabled) or CK3G20B01E100 (BT 
disabled)  CK3B, Alpha-Numeric, EA11HD, WM6 WWE,  Intermec 871-228-101 CK3 Charger / Communications 
Dock  Intermec 851-061-208 Power Supply Univ Adapter  Intermec 236-209-001 Cable Assy, USB-A to USB-
microB  Intermec 318-034-101 CK3 Operational and Spare Battery  Intermec 714-685-001 CK3 Operational and 
Spare Stylus  Intermec 856-065-005 MICRO-SD CARD, 2GB  CAC Reader - Apriva BT200-T Bluetooth  CAC 
Reader with CAC enablement software  Intermec 946-002-xxx CD Documentation AIT  Country Specified Power 
Cord - variable P/N  Note: Intermec 850-820-001 CK3 CAC Reader (USB Snap-on) is available upon customer 
request at no additional cost, in lieu of the Apriva BT200-T CAC Reader  NOTE: Naval Surface Warfare Center, 
Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance 
separation is 6 inches.  
 
 
 
        SUBCLIN 0005AA  
                The CLIN extended description has changed from Imager for PC Input - General Bar Code (w/Data 
Conversion)  Intermec SR61G: SR61TG0000 SR61T Area Imager (EA11), World Intermec 236-219-001 CBL, 
USB, PWD, Coiled 3ft to 8ft Intermec 851-089-104 or 851-089-105 Univ Supply, 5V FWC1805 5.5x2.1 CEC 
Intermec 203-878-001 Desktop Stand SR61T to Imager for PC Input - General Bar Code (w/Data Conversion)  
Intermec SR61G: SR61TG0000  SR61T Area Imager (EA11), World  Intermec 236-219-001  CBL, USB, Coiled 3ft 
to 8ft  Intermec 203-878-001  Desktop Stand SR61T.  
 
 
 
        SUBCLIN 0005BA  
                The CLIN extended description has changed from Imager for PC Input - Reads IUID Direct Part Markings 
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(w/Conversion) Cognex Dataman 7500: DMR-7500-00 USB2 connection to Imager for PC Input - Reads IUID 
Direct Part Markings (w/Conversion)  Cognex Dataman 7500: DMR-7500-06 w/ stand, DM-STAND-00 and DMA-
WALL-7500-00  USB2 connection.  
 
 
 
        SUBCLIN 0009EA  
                The CLIN extended description has changed from Stationary Bar Code Label Printer with 802.11g/i 
Wireless Communications  Intermec PD42GJ2100001020WIFI Module, Take up Reel and Ethernet Module 
InstalledUSB Cable, Self Strip, RS232 Serial (DB9F), USB Port, Parallel IEEE 1284, User QuickStart Guide, 
Companion CD w/Windows Drivers, LabelShop & ManualsIntermec 946-002-xxx CD Documentation AIT 
IVCountry Specified Power Cord - variable P/N to Stationary Bar Code Label Printer with 802.11g/i Wireless 
Communications  Intermec PD42GJ2100001020  WIFI Module, Take up Reel and Ethernet Module Installed  USB 
Cable, Self Strip, RS232 Serial (DB9F), USB Port, Parallel IEEE 1284, User QuickStart Guide, Companion CD 
w/Windows Drivers, LabelShop & Manuals  Intermec 946-002-xxx CD Documentation AIT IV  Country Specified 
Power Cord - variable P/N  NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic 
Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches.  
 
 
 
        SUBCLIN 0009FA  
                The CLIN extended description has changed from Stationary Bar Code Label Printer with 802.11g/i 
Wireless Communications Intermec PM4G: PM4DG11410005020RFID Module installedUSB Cable, Self Strip, 
RS232 Serial (DB9F), USB Port, Ethernet Port, Barwand interface, Compact Flash slot, RS-232 Cable and 
Companion CD w/Windows Drivers, LabelShop & ManualsUser & Installation ManualsIntermec 946-002-xxx CD 
Documentation AIT IVCountry Specified Power Cord - variable P/N to Stationary Bar Code Label Printer with 
802.11g/i Wireless Communications  Intermec PM4G: PM4DG11410005020  RFID Module installed  USB Cable, 
Self Strip, RS232 Serial (DB9F), USB Port, Ethernet Port, Barwand interface, Compact Flash slot, RS-232 Cable 
and Companion CD w/Windows Drivers, LabelShop & ManualsUser & Installation Manuals  Intermec 946-002-xxx 
CD Documentation AIT IV  Country Specified Power Cord - variable P/N  NOTE: Naval Surface Warfare Center, 
Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance 
separation is 0 inches.  
 
 
 
        SUBCLIN 0015AA  
                The CLIN extended description has changed from Radio Frequency  Access Point  (indoor environment) 
Aruba 65 Wireless Access Point: AP-65-1/AP-65-MNT Wall / Ceiling / Desktop Mounting Kit to Radio Frequency  
Access Point  (indoor environment)  Aruba 65 Wireless Access Point: AP-65-1/AP-65-MNT  Wall / Ceiling / 
Desktop Mounting Kit  NOTE: Naval Surface Warfare Center, Dahlgren tested  for Hazards of Electromagnetic 
Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches.  
 
 
 
        SUBCLIN 0015BA  
                The CLIN extended description has changed from Radio Frequency  Access Point (NEMA Enclosure) 
Aruba 65 Wireless Access Point: AP-65-1/AP-65-MNT/AP-ENCL Wall / Ceiling / Desktop Mounting Kit 4NEMA 
Enclosure for Aruba Wireless Access Points to Radio Frequency  Access Point (NEMA Enclosure)  Aruba 65 
Wireless Access Point: AP-65-1/AP-65-MNT/AP-ENCL  Wall / Ceiling / Desktop Mounting Kit  4NEMA 
Enclosure for Aruba Wireless Access Points  NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches.  
 
 
 
        SUBCLIN 0015CA  
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                The CLIN extended description has changed from Radio Frequency GatewayAruba 3600 Controller - 4x 
3600-F1 10/100/1000BASE-T (RJ-45) or 1000BASE-X (SFP) dual personality ports 16 AP Support,.LIC-16-AP           
Access Point License (16 Access Point License)    LIC-XSC-256     xSec Module License (256 Sessions)This 
product will provide 802.11i FIPS 140-2 compliancy when utilized with Juniper OAC FIPS edition client SW for 
the HHTs (CLIN 0031GB). to Radio Frequency Gateway  Aruba 3600 Controller - 4x  3600-F1  10/100/1000BASE-
T (RJ-45) or 1000BASE-X (SFP) dual personality ports 16 AP Support,. LIC-16-AP           Access Point License (16 
Access Point License)  LIC-XSC-256     xSec Module License (256 Sessions)  This product will provide 802.11i 
FIPS 140-2 compliancy when utilized with Juniper OAC FIPS edition client SW for the HHTs (CLIN 0031GB).  
NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance 
(HERO) and the recommended safe distance separation is 0 inches.  
 
 
 
        SUBCLIN 0031DA  
                The CLIN extended description has changed from Bar Code Label Design and Printing Software Segull 
Scientific BarTender: BT-E3 Label Design and Printing Software to Bar Code Label Design and Printing Software 
Segull Scientific BarTender: BT-A3 Label Design and Printing Software.  
 
 
 
        SUBCLIN 1001AA  
                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-A) with 
Abbreviated  Keypad and Wireless (802.11g/i)  Communications  Intermec CN3G: CN3BRH80000Z4G8 
Num,Aimg/SH,804,NoGPS,WM6 WWE Intermec 871-025-002 CN3 Charger / Communications Dock Intermec 
851-082-103 or 851-082-203  Universal Power Supply Intermec 318-016-102 CN3 Operational and Spare Battery 
Intermec 714-626-001 CN3 Operational and Spare Stylus Intermec 856-063-005 Mini-SD Card, 2GB (installed in 
HHT)  Intermec 321-576-004 USB Interface Cable CAC Reader - Apriva BT200-T Bluetooth CAC Reader with 
CAC enablement software   Intermec 946-002-xxx CD Documentation AIT IV Country Specified Power Cord - 
variable P/NNote: Intermec 850-818-001 CN3 CAC Reader (USB Snap-on) is available upon customer request at no 
additional cost, in lieu of the Apriva BT200-T CAC Reader to Hand Held Barcode Terminal (HHT-A) with 
Abbreviated  Keypad and Wireless (802.11g/i)  Communications  Intermec CN3G: CN3BRH80000Z4G8 (BT 
enabled) or CN3BRH80000Z4G6 (BT disabled)  Num,Aimg/SH,804,NoGPS,WM6 WWE  Intermec 871-025-002 
CN3 Charger / Communications Dock  Intermec 851-082-103 or 851-082-203  Universal Power Supply  Intermec 
318-016-102 CN3 Operational and Spare Battery  Intermec 714-626-001 CN3 Operational and Spare Stylus  
Intermec 856-063-005 Mini-SD Card, 2GB (installed in HHT)  Intermec 321-576-004 USB Interface Cable  CAC 
Reader - Apriva BT200-T Bluetooth  CAC Reader with CAC enablement software  Intermec 946-002-xxx CD 
Documentation AIT IV  Country Specified Power Cord - variable P/N Note: Intermec 850-818-001 CN3 CAC 
Reader (USB Snap-on) is available upon customer request at no additional cost, in lieu of the Apriva BT200-T CAC 
Reader  NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to 
Ordnance (HERO) and the recommended safe distance separation is 4 inches.  
 
 
 
        SUBCLIN 1001CA  
                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-C) with Full 
Alpha-numeric Keypad and Wireless (802.11g/i) Communications, and Win Mobile 6.x Installed Intermec CN3eG: 
CN3FWH80000Z4G8 Alpha,Aimg/SH,804,NoGPS,WM6 WWE Intermec 871-025-002 CN3 Charger / 
Communications Dock Intermec 851-082-103 or 851-082-203  Universal Power Supply Intermec 318-016-102 CN3 
Operational and Spare Battery Intermec 714-626-001 CN3 Operational and Spare Stylus Intermec 856-063-005 
Mini-SD Card, 2GB (installed in HHT)  Intermec 321-576-004 USB Interface Cable CAC Reader - Apriva BT200-T 
Bluetooth CAC Reader with CAC enablement software Intermec 946-002-xxx CD Documentation AIT IVCountry 
Specified Power Cord - variable P/NNote: Intermec 850-818-001 CN3 CAC Reader (USB Snap-on) is available 
upon customer request at no additional cost, in lieu of the Apriva BT200-T CAC Reader to Hand Held Barcode 
Terminal (HHT-C) with Full Alpha-numeric Keypad and Wireless (802.11g/i) Communications, and Win Mobile 
6.x Installed  Intermec CN3eG: CN3FWH80000Z4G8  (BT enabled) or CN3FWH80000Z4G6 (BT disabled)  
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Alpha,Aimg/SH,804,NoGPS,WM6 WWE  Intermec 871-025-002 CN3 Charger / Communications Dock  Intermec 
851-082-103 or 851-082-203  Universal Power Supply  Intermec 318-016-102 CN3 Operational and Spare Battery  
Intermec 714-626-001 CN3 Operational and Spare Stylus  Intermec 856-063-005 Mini-SD Card, 2GB (installed in 
HHT)  Intermec 321-576-004 USB Interface Cable  CAC Reader - Apriva BT200-T Bluetooth  CAC Reader with 
CAC enablement software  Intermec 946-002-xxx CD Documentation AIT IV  Country Specified Power Cord - 
variable P/N  Note: Intermec 850-818-001 CN3 CAC Reader (USB Snap-on) is available upon customer request at 
no additional cost, in lieu of the Apriva BT200-T CAC Reader  NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance 
separation is 4 inches.  
 
 
 
        SUBCLIN 1001EA  
                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-E) with Extended 
Reading Range, Full Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications (Desired - Reference Part 
D, paragraph 4.1.6) Intermec CK3Gex: CK3G20M00E100 CK3B, Alpha-Numeric, EX25, WM6 WWE Intermec 
871-228-101 CK3 Charger / Communications Dock Intermec 851-061-208 Power Supply Univ Adapter Intermec 
236-209-001 Cable Assy, USB-A to USB-microB Intermec 318-034-101 CK3 Operational and Spare Battery 
Intermec 714-626-001 CK3 Operational and Spare Stylus Intermec 856-065-005 MICRO-SD CARD, 2GB CAC 
Reader - Apriva BT200-T Bluetooth CAC  Reader with CAC enablement software Intermec 946-002-xxx CD 
Documentation AIT IVCountry Specified Power Cord - variable P/NNote: Intermec 850-820-001 CK3 CAC Reader 
(USB Snap-on) is available upon customer request at no additional cost, in lieu of the Apriva BT200-T CAC Reader 
to Hand Held Barcode Terminal (HHT-E) with Extended Reading Range, Full Alpha-numeric Keypad, and Wireless 
(802.11g/i)  Communications (Desired - Reference Part D, paragraph 4.1.6)  Intermec CK3Gex: CK3G20M00E100 
(BT enabled) or CK3G20M01E100 (BT disabled)  CK3B, Alpha-Numeric, EX25, WM6 WWE  Intermec 871-228-
101 CK3 Charger / Communications Dock  Intermec 851-061-208 Power Supply Univ Adapter  Intermec 236-209-
001 Cable Assy, USB-A to USB-microB  Intermec 318-034-101 CK3 Operational and Spare Battery  Intermec 714-
685-001 CK3 Operational and Spare Stylus  Intermec 856-065-005 MICRO-SD CARD, 2GB  CAC Reader - Apriva 
BT200-T Bluetooth  CAC  Reader with CAC enablement software  Intermec 946-002-xxx CD Documentation AIT 
IV  Country Specified Power Cord - variable P/N  Note: Intermec 850-820-001 CK3 CAC Reader (USB Snap-on) is 
available upon customer request at no additional cost, in lieu of the Apriva BT200-T CAC Reader  NOTE: Naval 
Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the 
recommended safe distance separation is 6 inches.  
 
 
 
        SUBCLIN 1001EC  
                The CLIN extended description has changed from HHT-E Detachable Handle and Trigger (if available 
and not inherent to the HHT) Intermec 203-879-001CK3 series Pistol Grip  to HHT-E Detachable Handle and 
Trigger (if available and not inherent to the HHT) Intermec 203-879-101CK3 series Pistol Grip .  
 
 
 
        SUBCLIN 1001FA  
                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-F) with Direct Part 
Mark Reading Capability, Full Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications Intermec CK3G: 
CK3G20B00E100 CK3B, Alpha-Numeric, EA11HD, WM6 WWE, Intermec 871-228-101 CK3 Charger / 
Communications Dock Intermec 851-061-208 Power Supply Univ Adapter Intermec 236-209-001 Cable Assy, 
USB-A to USB-microB Intermec 318-034-101 CK3 Operational and Spare Battery Intermec 714-626-001 CK3 
Operational and Spare Stylus Intermec 856-065-005 MICRO-SD CARD, 2GB CAC Reader - Apriva BT200-T 
Bluetooth CAC Reader with CAC enablement software Intermec 946-002-xxx CD Documentation AITCountry 
Specified Power Cord - variable P/NNote: Intermec 850-820-001 CK3 CAC Reader (USB Snap-on) is available 
upon customer request at no additional cost, in lieu of the Apriva BT200-T CAC Reader to Hand Held Barcode 
Terminal (HHT-F) with Direct Part Mark Reading Capability, Full Alpha-numeric Keypad, and Wireless (802.11g/i)  
Communications  Intermec CK3G: CK3G20B00E100  (BT enabled) or CK3G20B01E100 (BT disabled)  CK3B, 
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Alpha-Numeric, EA11HD, WM6 WWE,  Intermec 871-228-101 CK3 Charger / Communications Dock  Intermec 
851-061-208 Power Supply Univ Adapter  Intermec 236-209-001 Cable Assy, USB-A to USB-microB  Intermec 
318-034-101 CK3 Operational and Spare Battery  Intermec 714-685-001 CK3 Operational and Spare Stylus  
Intermec 856-065-005 MICRO-SD CARD, 2GB  CAC Reader - Apriva BT200-T Bluetooth  CAC Reader with 
CAC enablement software  Intermec 946-002-xxx CD Documentation AIT  Country Specified Power Cord - 
variable P/N  Note: Intermec 850-820-001 CK3 CAC Reader (USB Snap-on) is available upon customer request at 
no additional cost, in lieu of the Apriva BT200-T CAC Reader  NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance 
separation is 6 inches.  
 
 
 
        SUBCLIN 1001FC  
                The CLIN extended description has changed from HHT-F Detachable Handle and Trigger (if available 
and not inherent to the HHT) Intermec 203-879-001 CK3 series Pistol Grip to HHT-F Detachable Handle and 
Trigger (if available and not inherent to the HHT) Intermec 203-879-101 CK3 series Pistol Grip.  
 
 
 
        SUBCLIN 1005AA  
                The CLIN extended description has changed from Imager for PC Input - General Bar Code (w/Data 
Conversion)  Intermec SR61G: SR61TG0000 SR61T Area Imager (EA11), World Intermec 236-219-001 CBL, 
USB, PWD, Coiled 3ft to 8ft Intermec 851-089-104 or 851-089-105 Univ Supply, 5V FWC1805 5.5x2.1 CEC 
Intermec 203-878-001 Desktop Stand SR61T to Imager for PC Input - General Bar Code (w/Data Conversion)  
Intermec SR61G: SR61TG0000  SR61T Area Imager (EA11), World  Intermec 236-219-001  CBL, USB, Coiled 3ft 
to 8ft  Intermec 203-878-001  Desktop Stand SR61T.  
 
 
 
        SUBCLIN 1005BA  
                The CLIN extended description has changed from Imager for PC Input - Reads IUID Direct Part Markings 
(w/Conversion) Cognex Dataman 7500: DMR-7500-00 USB2 connection to Imager for PC Input - Reads IUID 
Direct Part Markings (w/Conversion)  Cognex Dataman 7500: DMR-7500-06 w/ stand, DM-STAND-00 and DMA-
WALL-7500-00  USB2 connection.  
 
 
 
        SUBCLIN 1009FA  
                The CLIN extended description has changed from Stationary Bar Code Label Printer with 802.11g/i 
Wireless Communications Intermec PM4G: PM4DG11410005020RFID Module installedUSB Cable, Self Strip, 
RS232 Serial (DB9F), USB Port, Ethernet Port, Barwand interface, Compact Flash slot, RS-232 Cable and 
Companion CD w/Windows Drivers, LabelShop & ManualsUser & Installation ManualsIntermec 946-002-xxx CD 
Documentation AIT IVCountry Specified Power Cord - variable P/N to Stationary Bar Code Label Printer with 
802.11g/i Wireless Communications  Intermec PM4G: PM4DG11410005020  RFID Module installed  USB Cable, 
Self Strip, RS232 Serial (DB9F), USB Port, Ethernet Port, Barwand interface, Compact Flash slot, RS-232 Cable 
and Companion CD w/Windows Drivers, LabelShop & ManualsUser & Installation Manuals  Intermec 946-002-xxx 
CD Documentation AIT IV  Country Specified Power Cord - variable P/N  NOTE: Naval Surface Warfare Center, 
Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance 
separation is 0 inches.  
 
 
 
        SUBCLIN 1015AA  
                The CLIN extended description has changed from Radio Frequency  Access Point  (indoor environment) 
Aruba 65 Wireless Access Point: AP-65-1/AP-65-MNT Wall / Ceiling / Desktop Mounting Kit to Radio Frequency  
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Access Point  (indoor environment)  Aruba 65 Wireless Access Point: AP-65-1/AP-65-MNT  Wall / Ceiling / 
Desktop Mounting Kit  NOTE: Naval Surface Warfare Center, Dahlgren tested  for Hazards of Electromagnetic 
Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches.  
 
 
 
        SUBCLIN 1015BA  
                The CLIN extended description has changed from Radio Frequency  Access Point (NEMA Enclosure) 
Aruba 65 Wireless Access Point: AP-65-1/AP-65-MNT/AP-ENCL Wall / Ceiling / Desktop Mounting Kit 4NEMA 
Enclosure for Aruba Wireless Access Points to Radio Frequency  Access Point (NEMA Enclosure)  Aruba 65 
Wireless Access Point: AP-65-1/AP-65-MNT/AP-ENCL  Wall / Ceiling / Desktop Mounting Kit  4NEMA 
Enclosure for Aruba Wireless Access Points  NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches.  
 
 
 
        SUBCLIN 1015CA  
                The CLIN extended description has changed from Radio Frequency Gateway Aruba-800-16-Mobility-
Controller SPOE: 800-16-TX-F1 1000Base-T GigE 16 AP Support FIPS This product will provide 802.11i FIPS 
140-2 compliancy when utilized with Juniper OAC FIPS edition client SW for the HHTs (CLIN 0031GB). to Radio 
Frequency Gateway  Aruba 3600 Controller - 4x  3600-F1  10/100/1000BASE-T (RJ-45) or 1000BASE-X (SFP) 
dual personality ports 16 AP Support,. LIC-16-AP           Access Point License (16 Access Point License)  LIC-
XSC-256     xSec Module License (256 Sessions)  This product will provide 802.11i FIPS 140-2 compliancy when 
utilized with Juniper OAC FIPS edition client SW for the HHTs (CLIN 0031GB).  NOTE: Naval Surface Warfare 
Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe 
distance separation is 0 inches.  
 
 
 
        SUBCLIN 1031DA  
                The CLIN extended description has changed from Bar Code Label Design and Printing Software Segull 
Scientific BarTender: BT-E3 Label Design and Printing Software to Bar Code Label Design and Printing Software 
Segull Scientific BarTender: BT-A3 Label Design and Printing Software.  
 
(End of Summary of Changes)  
 


